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OOVVEERRVVIIEEWW  
 
WRAP REEL 09 prepares automatically yarn skeins of desired length for 
successive research of yarn count. 
 
With ultra-silent brushless motor, the apparel provides an accelerated start, end 
rotation with deceleration and automatic stop when the winding process is over. 
 
A reel retractable arm allows easy removal of the wrapped yarn skeins. 
 
WRAP REEL models A, B, C or D are useful to calibrate manually the pretensions 
during the wrapping operations. 

Ring threadlocks to adjust pretension during the wrapping operations. 
 
Plexiglas cover protects the user during winding processes. 
Emergency switch to stop the apparel during operation. 
Yarn spools holder of various types and electronic tension meter at request. 
 

TTEECCHHNNIICCAALL  DDAATTAA    
 

Reel circumference: 1 meter for Metric type 
1 or 1,5 Yard for English type 

Yarn ends: 5 or 10 for Metric type 
7 or 12 for English Type 

Traverse motion: From 25 mm to 45 mm 
Rotation speed: Fixed at 150 rpm or variable speed with 

potentiometer 
Power supply: 110/230 VAC – 50/60 HZ 
Dimensions: 780 x 600 x 560 mm 
Net weight: 45 Kg 

 
FYI: Availability of special models equipped with gear motor to convert speed 

from 0 to 500 rpm. Special reel circumferences available at request 

 


